ECG ELI 280
Large, 10.1" High-Resolution Color Touchscreen
LCDdisplays up to 12 leads of ECG data
Features Mortara VERITAS™ Resting ECG
Interpretation Algorithm
Choice of Wireless or Traditional ECG
Acquisition
Includes Best 10 feature
Streamlined Functionality integrates with
cardiology management systems for increased
efficiency
Bidirectional communication
200 Record Storage

ECG ELI 230
Interpretation
Backlit, 1/4 VGA 320 x 240 LCD color display
12-lead electrocardiograph
Simultaneous acquisition of all 12 leads
40,000 s/sec/channel used for pacemaker spike
detection
1000 s/sec/channel used for recording and
analysis
Pacemaker spike markers, for both atrial and
ventricular rhythms, indicated on printouts
Thermal roll paper; 210 mm (8.25”) wide
Internal storage up to 20 ECG records; external
storage to USB memory stick
5.8 lbs. (2.63 kg) including battery

ECG ELI 150
Instrument Type: 12-lead electrocardiograph
Input Channels: Simultaneous acquisition of all
12 leads
Standard Leads Acquired: I, II, III, aVR, aVL,
aVF, V1, V2, V3, V4, V5, V6
Input Impedance, Input Dynamic Range,
Electrode Offset, Tolerance, Common Mode
Rejection: Meets or exceeds the requirements of
ANSI/AAMI EC11
Digital Sampling Rate: 40,000 s/sec/channel
used for pacemaker spike detection; 1000 s/sec/
channel used for recording and analysis
Paper: Perforated Z-fold thermal paper, A4 or 8.5
x 11” wide, 250 sheets

Gamma Control
Blood Pressure Meter
Type - automatic upper arm
Arrhythmia detection - IHD Technology
Display: large
Cuff size: 22-32 cm
Memory: last result

Elera M230
LED display
Low battery indicator
Automatic shutdown.
Features:
Color: Black
Power supply: 2 * AAA 1.5V
Auto Power Off: Auto power off in the
absence of a signal for more than 8 seconds
Size: 5.7 × 3.1 × 3 cm
Weight: 54 g

Heaco CMS50C
The device has a 1.1-inch color screen.
SpO2 data are measured in the range of 0100%, and heart rate is 30-250 beats / min.
In addition to the numerical values, the
pulse oximeter displays a pulse wave and
can display parameters in four directions.
The CMS50C is controlled by just one
button and automatically shuts down if
measurement does not take more than 5
seconds.

Elitech RC-4
This data logger is mainly used for
temperature recording during storage and
transportation of foodstuff, medicine,
chemicals and other products, especially
widely used in all links of warehousing,
logistics and cold chain, such as refrigerated
containers, refrigerated trucks, refrigerated
package, cold storage, laboratory, etc.
Temperature measuring range:-30°C~+60°
C;for optional external sensor, -40°C~+85°
C;

Elitech RC-5
RC-5 data logger is mainly used for
temperature recording during storage and
ocean/air/highway transportation of
foodstuff, medicine, chemicals and other
products, especially widely used in all kinds
of warehousing, logistics and cold chain,
such as refrigerated containers, refrigerated
trucks refrigerated package, cold storage,
laboratory, etc. This mini Temperature Data
Logger has wide measuring range -30 °C~+70 °C

Voltcraft DL111K
Compact data logger with a lithium battery
for the recording of 32,000 temperature
readings. The stored data can be read via
the USB interface and software supplied
with the graphic analysis, or for further
processing with other programs to be
exported.
- 32,000 measured values can be stored
- Measuring range -200 up to +1370 C
- USB Stick-type

Elmi CM-6M
MAX. CAPACITY:
17x150 mm 30x155 mm
MAX. VOL:
: 15 ml 50 ml
MAX. RPM:
3,500 rpm
MAX. RCF:
2300
DIMENSIONS (W x D x H):
430x400x185 mm

Hettich Mikro 220
MAX. CAPACITY:
48 x 1.5 / 2 ml
MAX. RCF:
31,514
MAX. RPM:
18,000 min-1
WEIGHT:
approx. 21 kg
DIMENSIONS (W x D x H):
330 x 420 x 313 mm | 330 x 650 x 313 mm

Micromed CM-5
MAX. CAPACITY:
12x24 ml
MAX. RCF:
17800
MAX. RPM:
16000
WEIGHT:
15
DIMENSIONS (W x D x H):
300x240x240

Hettich Mikro 220R
The MIKRO 220R spins at an unmatched
speed of 18,000 RPM and delivers an RCF
of 31,514 in just 26 seconds. Ultimate
flexibility is provided by a choice of 7
different rotors from 0.2 ml microliter tubes
to 50 ml conical tubes, allowing for
numerous research applications on a single
machine. This unit is available with
refrigeration and a temperature range from 20 °C to +40 °C (MIKRO 220 R).

Biosan LMC-4200R
LMC-4200R provides temperature control of
biomaterial during centrifugation.
Temperature control of the so-called “coldshelf” is a gold standard for enzymologists
and cell biologists because it ensures
conditions necessary for reproducibility of
the sample preparation stage. Temperature
control absence at this stage can cause
unpredictable results. The LMC-4200R
spins at an unmatched speed of 4200 RPM
and delivers an RCF of 3160. Multiple
acceleration (Slow, Normal, Fast) and
deceleration (0, Slow, Normal, Fast) modes
and possibility to switch off forced braking.

Hettich Rotina 380R
High performance unit supporting a wide
array of accessories for multiple applications
in just one rotor. Its size and performance
makes it the ideal bench top centrifuge for
most clinical, reaearch and industrial
laboratories. This unit is available with
refrigeration and a temperature range from 20 °C to +40 °C (ROTINA 380 R). The
Rotina 380R spins at an unmatched speed
of 15,000 RPM and delivers an RCF of
24,400.

Haier DW-40W100
Applications: laboratory
Type:-40 Deep Freeer
Cabinet Type: Chest
Climate Class: N
Cooling Type: Direct cooling
Defrost Mode: Manual
With manual defrost, 1-door
Noise Lever: (dB)35
Capacity: 100 l
Cooling performance(C): -40
Temperature Range(C): -20~ -40
Capacity: 100l

Haier DW-86W100J
Applications: laboratory
Type: ULT Freeer
Cabinet Type: Chest
Climate Class: N
Cooling Type: Direct cooling
Defrost Mode: Manual
With manual defrost, 1-door
Noise Lever: (dB)35
Capacity: 100 l
Cooling performance(C): -86
Temperature Range(C): -40~ -86
Capacity: 100l

Haier DW-25L92
Type:-25 Biomedical Freezer
Cabinet Type: Upright
Climate Class: N
Cooling Type: Direct Cooling
Defrost Mode: Manual
Refrigerant: HC
Noise Lever: (dB)40
Cooling performance(C): -25
Temperature Range(C): -10~ -25
Capacity: 92l

Haier HYC-68A
Type: Under-counter Pharmacy Refrigerator
Cabinet Type: Upright
Climate Class: N
Cooling Type: Forced air cooling
Defrost Mode: Auto
Refrigerant: CFC-Free
Noise Lever: (dB)35
Temperature Range(C): +2 ~ +8
Capacity: 68l

Haier HYC-118
Type: Under-counter Pharmacy Refrigerator
Cabinet Type: Upright
Climate Class: N
Cooling Type: Forced air cooling
Defrost Mode: Auto
Refrigerant: CFC-Free
Noise Lever: (dB)32
Temperature Range(C): +2 ~ +8
Capacity: 118l

Haier HYC-290
Type: Pharmacy Refrigerator
Cabinet Type: Upright
Climate Class: N
Cooling Type: Forced air cooling
Defrost Mode: Auto
Refrigerant: CFC-Free
Noise Lever: (dB)43
Temperature Range(C): +2 ~ +8
Capacity: 290l

Cultura M
Cultura M is intended for incubating Aidian’s
Hygicult contact slides, Easicult and Uricult
dipslides. The transparent door allows you
to check inside the incubator without
opening the door. The incubator is equipped
with a thermometer and a multirack shelf.
Additional thermometers and racks can be
obtained as accessories.

Incucell 55
Natural, precise – laboratory incubator 55liter chamber volume. Working temperature
of from +5°C above ambient up to 100°C.
Noiseless operation and fine air flow in the
chamber. High operation comfort, precise
temperature regulation and short times of
temperature recovery in the chamber after
the door opening. Safe drying, heating and
tempering of common laboratory materials
in laboratories and industry; suitable for safe
processing of microbiological cultures.
Model with a Fuzzy logic microprocessor
control system; control elements situated on
a foil keyboard, process information
indicated on a LED display.

Friocell 22
The high technical standard of our
FRIOCELL incubators allows tempering of
samples, precise both in time and space.
The unique cooling system offers an exact
and cost saving simulation of the selected
natural processes and reduces the samples
evaporation. The incubators can be used in
biotechnology, botany, zoology, food
industry, cosmetics, chemical industry, etc.
where it allows an extremely low duration of
the temperature recovery.

Infusomat® Space
The Infusomat® Space pump is the
volumetric infusion pump solution to
configure customized, tailor-made solutions
as individual pumps, small therapy units, or
a complex infusion system. The small, light
and intuitive configuration of the pump
provides a userfriendly solution to complex
therapies, integrating all clinical areas into
one system. The Infusomat® Space
volumetric infusion pump system includes
dedicated administration sets and pump
accessories.

Infusomat® compact+
B. Braun compactplus is the new generation
of infusion pump, offering a large colour
display, guided loading, novel intuitive user
interface, integrated DoseGuard™drug
library, and Li-Ion battery. The
compactplus integrates the latest
technological advances whilst maintaining
simplicity and reliability through maintaining
the proven robustness of the original
compact pump range.

Heaco SN-1800
Infusion pump Heaco SN-1800 - is a device
for continuous dosed injection of the drug
solution. Ciliates uses the vertical load on
the system and supports the infusion line
from all manufacturers. It is recommended
for surgery departments, paediatrics and
intensive care units. His popularity he
gained at the expense of very high quality
dosage administered substances Ukrainian
convenient interface, compactness and
lightness.

Infusomat® IV Line
Infusomat® Space Line Basic PVC are the
dedicated IV lines for the administration of
standard infusions in combination with
B.Braun Infusomat® Space. The line
consists of PVC (DEHP-free) and a silicon
pump segment and is available in various
lengths. There exist two variants of the
Infusomat® Space Line Basic PVC, one
SafeSet version with 15 μm fluid filter
including AirStop membran and PrimeStopCap and a second version with standard 15
μm filter.

Infusomat® Safeset
- Airstop helps to prevent air entering the IV
line
- Primestop helps to prevent spillage when
priming
- 96 hour accuracy
- PVC, PVC-free and UV Protected Sets
- Reduces interruption to medication
delivery
- Reduces patient disconnection
- Reduce risk of drug exposure
- Reduce medication wastage

ECG Thermal Paper
We are able to procure ECG Thermal paper
of any dimensions and for any kind of model
and manufacturer. Completely free of
phenols, it assures maximum safety to the
user.

Dostmann TFA 301024
- Min/max function
- Alarm
- Range- indoor temperature -10 + 50 °C
- Range- outdoor temperature -50 to +70 C
- 20 x 70 x 110 mm

Dostmann TFA 301029
Measuring device with digital indoor-outdoor
cable thermometer for 2 temperatures.
- Maximum and minimum value functions
- Saves the highest and lowest
temperatures, can separately reset
- 64 mm x 98 mm x 22 mm
- Range - outdoor temperature -50 to +70 C

Vega MT418
Type of thermometer: Electronic
Temperature Measurement Range: 32-43 C
Accuracy: ± 0.1 ° С
Battery Type Battery: LR41 or GP192
Number of saved measurements: 1
Temperature measurement area: Axillary,
oral, rectal
Duration of measurement of temperature:
from 60 sec.
High temperature alarm
Dimensions (HxWxD): 15.7x4x19 cm
Weight: 0.01 kg
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